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INSPECT YOUR PELLETS
With the PURITY SCANNER ADVANCED

Broad spectrum of samples and applications: suitable for amorphous and crystalline material

PURITY SCANNER ADVANCED
Reliable inspection and sorting

•	 Unique combination of optical  
cameras and X-ray technology 

•	 Detection of black specks from 
25 µm in size on the pellet surface 
and of discolorations 

•	 Detection of metallic impurities from 
50 x 50 x 50 µm in size inside the 
pellets

X-ray

Optical

Clean materialContaminated material



https://sikora.net/purityscanner
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PURITY SCANNER 
ADVANCED
Reliable inspection and sorting

Automatic evaluation with:
•	 Image gallery of detected  

contamination 
•	 Statistics on size and  

frequency of contaminants 
•	 Trend overview over time 

Flexible camera options, tailored to your needs: up to 3 optical cameras 
can be combined with an X-ray camera
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Two-camera solution for 
amorphous and
crystalline material

Three-camera solution for 
crystalline material

Three-camera solution for 
amorphous and
crystalline material

1 	 Fine filter/overpressure system for integrated  
	 clean room
2	 Material feed
3	 Stainless steel vibration chute
4	 X-ray inspection

5-7	Optical inspection: black and white cameras 
8	 Sorting unit
9 	 Rejected material 
10	 Clean material

Statistcs

Image gallery

Trend overview

SORT YOUR PELLETS 
With the PURITY SCANNER ADVANCED

SIKORA GmbH
Bruchweide 2 | 28307 Bremen | Germany	
Phone: +49 421 48 900 0 | sales@sikora.net 


